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REV. ECN NO. DATE SIGN DESCRIPTION

A Iinitial Release 2017/03/28 Jinhai Chnage Rev.05 To Rev.A

B LEN1750155~166 2017/05/12 Jinhai Add Recommended thickness of plank

C LEN1790339~350 2017/09/25 Ethan Add透氣量>3000ml/min@70mbar Vent

D LEN17C0606~621 2017/12/15 Ethan Add O-Ring Dimensions And Modify Dimensions

Without Nut

成品料號(Product no.) 透氣量ml/min@70mbar 主體顏色(Body Colour) O-Ring Color 疏油性(Oleophobic) Waterproof Rate

VENT-PS1NGY-N8001 >1000 Gray Blue N IP68/IP69K

VENT-PS1NBK-N8001 >1000 Black Blue N IP68/IP69K

VENT-PS1NGY-O8001 >550 Gray Black Y IP68/IP69K

VENT-PS1NBK-O8001 >550 Black Black Y IP68/IP69K

VENT-PS1NGY-O8002 >1000 Gray Green Y IP68/IP69K

VENT-PS1NBK-O8002 >1000 Black Green Y IP68/IP69K

VENT-PS1NGY-N8002 >3000 Gray Red N IP68

VENT-PS1NBK-N8002 >3000 Black Red N IP68

With Nut

成品料號(Product no.) 透氣量ml/min@70mbar 主體顏色(Body Colour) O-Ring Color 疏油性(Oleophobic) Waterproof Rate

VENT-PS1YGY-N8001 >1000 Gray Blue N IP68/IP69K

VENT-PS1YBK-N8001 >1000 Black Blue N IP68/IP69K

VENT-PS1YGY-O8001 >550 Gray Black Y IP68/IP69K

VENT-PS1YBK-O8001 >550 Black Black Y IP68/IP69K

VENT-PS1YGY-O8002 >1000 Gray Green Y IP68/IP69K

VENT-PS1YBK-O8002 >1000 Black Green Y IP68/IP69K

VENT-PS1YGY-N8002 >3000 Gray Red N IP68

VENT-PS1YBK-N8002 >3000 Black Red N IP68

流水碼(O-Ring顏色):
001
：
 
8: IP68
9: IP68/69K(防水等級68/69K)
   
Body Material:
A:PA

VENT - P S1 X XX X - A X XXX

VENT
 
Material:
P: Plastic
   
Screw Style:
M12*1.5 :S1 
 
Screw Nut:
Y:With Nut
N:Without Nut
 
Color(主體顏色):
BK: Black
GY: Gray  
 
ePTFE Style(透氣膜規格)
O: Oleophobic(疏油)
N: Withour Oleophobic(不疏油)

Note:
*   Important Dimension.
* Waterproof Rate: IP68((2m, 60minutes))
* Cap: Nylon, UV Risistance, Black
* Membrane: ePTFE
* Conn. Housing: Nylon, UV Risistance, Black
* O-Ring(流水碼): 
  001：
 
* Nut Torque Force: 6.0~8.0 Kgf/cm

M12*1.5

O-Ring 10*2

Cap Membrane Housing O-Ring
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REV. ECN NO. DATE SIGN DESCRIPTION

M12x1.5

Polish

←
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n
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l

Recommended Panel Cut-Out

60�$��#�2

M12*1.5

建議開孔尺寸

←
 I

n
st
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l

Recommended Panel Cut-Out

建議開孔尺寸

Through-hole

Threaded-hole

Note:
*   Important Dimension.
* Cap: Nylon+GF, 94V-0, UV Resistance
* Membrane: ePTFE
* Body: Nylon+GF, 94V-0, UV Resistance
* O-Ring: Silicone, 94V-0
* Nut Torque Force: 6.0~8.0 Kgf.cm

Screw Nut: Optional part
No.: APTP-ABKPA012-001

螺母作為選配件

Recommended 
installation orientation

建議安裝朝向
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